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Float with stainless steel buoy 3/8 not 

included  Ref 114070 

MANUFACTURES COBALLES  

OPEN EXPANSION VESSEL - F18 S.STEEL  

REFERENCE  VOLUME  WEIGHT(KG)  A B C 

110010  18  5 330  160  340  

110011  26  6 330  200  400  

110012  50  12  450  250  450  
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MANUFACTURES COBALLES  

KITCHEN BOILER F18 S.STEEL  

REFERENCE  VOLUME  WEIGHT(KG)  A B C D 

108010  35  7,5  460  405  220  355  

108011  55  10,5  560  485  265  430  
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Manufactured in  AISI 304 Stainless Steel. Connections 1ò - 1 1/4ò - 1 1/2ò -  2ò 

Manufactured in  AISI 430 Stainless Steel. Standard size and under customer design 

MANUFACTURES COBALLES  

WELL COVER AISI 304  

KITCHEN OVEN  AISI 430  
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Suitable for models: 

MODEL S20  

MODEL 2S20  

MODEL 3S40  

MODEL C20  

MODEL D20  

MODEL DS20  

MODEL D40  

MODEL BC40  

MODEL BC40SOLAR  

You will be able to control the tank with  settings configured in ON  mode.  

In OFF mode antifreeze  function is enabled.   

MANUFACTURES COBALLES  

DIGITAL CONTROL PANEL  
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KEY FEATURES 

CONTROL 

Solar panel control 

Primary source 

Secondary source 

SELECCIÓN 

Posibilidad de seleccionar Fuente Primaria. 

ACTIVACIÓN  

Programmable activation of secondary source in 

case of failure in the main one.  

ALARM 

Notice of error codes. 

TEMPERATURE 

Up to  80 ºC 

Maximum temperature limit configurable.  

ANTIFREEZE 

Antifreeze function enabled when OFF mode. 

DIFERENCIAL  

Selection  of temperature differential.  

 

DISPLAY  

Display temperature  for both probes.  

MANUFACTURES COBALLES  
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MANUFACTURES COBALLES  

Coballes resistance,  designed to  be installed in any accumulator, tank with  1 1/4 connection.  

COBALLES  tanks have sheathed resistances manufactured in DUPLEX 2205 stainless 

steel , while old resistances from other brands  in the market usually have a useful life.  

KEY FEATURES 

DUPLEX 2205  

The Duplex 2205 Stainless Steel , the highest quality offers us a total resistance against corro-

sion in agresive environments.  

Connection 1 1/4  

 2400W  

(2x 1200W) sheathed  

COBALLES RESISTANCE  
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MANUFACTURES COBALLES  

Includes:  

Wiring & plug 

Regulation thermostat 

Security thermostat 

  

Code Power  Length(mm)  Weight  

800237 1200W 260mm 1,9Kg 

800238 2400W 410mm 1.9Kg 

COBALLES RESISTANCE  

Heat Pump 

RESISTANCE 

DHW 
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AISI 316 COLECTOR 

I-CONTACT  DATA II --GENERAL CHARACTERISTICS 

Company name: 

VAT Nº: 

Email                                     Phone nº  

Maximum Pressure (bar) 

Maximum Temp (ºC) 

III ð EXAMPLES 

 

IV-DESIGN DRAWING 

 

 

 

 

 

 

 

Levels Battery Lineal 

OPTIONAL: With flanges 

MANUFACTURES COBALLES  

COLECTORS (DISTRIBUTION & UNDERFLOOR) AISI 316  
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Quote order  

MODEL  

Volume (Lt)   

Material   

Position   

TEMP (Min / Max)   

DIMENSIONS Height x width   

DIMENSIONS diameter   

Working pressure   

  

PROJECT INFORMATION 

DATA REQUEST 

Name/ Company name   

Contact person   

Phone nº   

E mail   

DESIGN DRAWING 

Notes:  

Please send us your quote order to export@depositoscoballes.com or by fax  +34 986 609 604  

Manufacture according customer design  
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Pol. Ind O Viso A Cunchada 

36770 O Rosal  

Pontevedra 

SPAIN 

Teléfono: 0034 986609409 

Fax: 0034 986609604 

Correo: export@depositoscoballes.com 

www.depositoscoballes.com 

ART SERIE ï January 2016  


